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For more than 110 years: 
Expertise in 
engineering + production
…from individual components through 
to complex high-current systems

W e  w i l l  g l a d ly  
a d v i s e  y o u . . .

� High-Current
cables

� Flexible 
connections

� EAF / LF / 
ESU

� ESR /
Reduction

� Elektrolysis:
Busbars



FLOHE is expanding
its range of services.
The company draws 
on more than 
110 years of experi-
ence and expertise. 
Since 1906, switchgear 
for various appli-
cations in the field
of railway, 
medium-voltage 
and high-current 
technology has 
been supplied on 
a customized 
basis by an 
experienced team.

The switchtype S3S has been spe-

cially designed for use on the 3rd rail

(bus-bar). It is available in 4000A and

6000A versions. 

It is used to switch off the power

supply directly on site.         . 

It is available as a disconnector or

load switch.                     .

It is designed to be very compact

and extremely lightweight.       . 

The S3S is characterised by a ro-

bust design with various safety 

features. . 

It can be switched on and off 

both locally and remotely.  

The device can be optionally equip-

ped with voltage monitoring. 

The switchgear is suitable for new

and old devices without any problems. 

• DC loadbreaker switch
• Versions 4000A und 6000A
• Directly mounted at third rail
• Cableconnection 4x 300mm2, M16

8x 240mm2, M12
• Remote controllable
• Position monitoring
• Can be operated locally via crank
• Local operation locked via padlock
• Manual on-site operation with 

crank handle
• with direction of rotation indicator
• Cover removable when switch is off

and padlock removed
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a)   S3S switch
b)   Third Rail
c)   Cable connection
d)   Flap for on-site operation
e)   Position indicator On/Off
f)    Secondary connection via plug

Function

Dimensions

S3S 

S3S

Main circuit S3S4 S3S6

Nominal Voltage Un 750V  DC
Limits Umax1 900V  DC

Umax2 1000V  DC
Umin1 500V  DC

Rated voltage                                   UNe                                          1000V  DC

Rated isulated voltage UNm     2.3kV
Impuls withstand voltage Unl 12kV

Ua 5.5kV
Rated current Ine 4000A                    6000A  

Making capacity 50A
Braking capacity 50A bei 900V DC
Cable connection 4x 300mm2 M16   8x240mm2 M12

Control

Position switch 4NC+4NO

Control VDC 24 / 48 / 60 / 110 / 125 / 220

VAC 110 - 230

Control voltage                             % 0.7-1.25

Power consumption tensioning W 300 / 3
Switch-on time ms 20
Switch-off time ms 20

Dimensions Weight  S3S4 S3S6

Breite mm 425
Höhe mm 368
Tiefe mm 358
Gewicht kg 28,3          35,7
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